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Application and Dosing

Dose in relation to
application and degree
of soil. Follow below
instructions.

1-
4 

g/
L automatic dosing

systems highly
recommended.

Application area:
suitable for all types
of dishwashing
machines.

for heavy soiling.

put the dishes in an
upright position and
let them drip dry.

Hard water detergent for professional dishwashers
■ High performance ■ For hard water ■ Concentrated 

Product profile
■ ENERGY super has an excellent cleaning performance, even in hard water and under extreme conditions.
■ Cost saving and effective through its highly concentrated formula for low dosing.
■ In order to obtain uniform results ENERGY super prevents lime deposits, makes water soft and has exceptional ability

in sequestering water hardness.
■ Thanks to its high efficiency ENERGY super delays maintenance descaling operations.
■ In addition of its cleaning qualities ENERGY super also prevents bad smell on the dishes.

Area of application
■ For all types of dishwashing machines e.g. big ribbon and single-tank machines.
■ Applicable for all alkali-resistant dishes and cutleries.
■ Do not use for dishes and cutleries made of aluminum and silver.

Ingredient declaration
For the ingredients list, please see the Safety Data Sheet

Sustainable development and production

Product safety, storage and environmental instructions
Safety: For professional use only. For further information, see Safety Data Sheet.
Storage: Store at room temperature in the original container.
Environmental: Only give completely emptied packaging to special waste disposer.

Sales units

Order No. 712640  2 x 5 L
Order No. 712776  1 x 15 L
Order No. 1502722  1 x 10 L

pH-Value 14
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